
TECHNICAL SPECIFICATIONS
2019 FLUID HT MODELS

FLUID HT FLUID HT 24 FLUID HT 20

Frame Sizes Available XS, S, M, L, XL XXS XXXS

Headset Type Integrated Tapered Internal Internal

S.H.I.S. IS42/28.6 | IS52/40 ZS44/28.6 | ZS44/30 ZS44/28.6 | ZS44/30

Upper Headset Diameter [mm] 42 44 44

Lower Headset Diameter [mm] 52.1 44 44

Lower Headset Stack [mm] 1 3 3

Fork Length (MAX)/Offset XS, S 507/42 | M, L, XL 531/51 464/40 382

BB Type/ Width BSA/73 BSA/73 40

Max Chainring Size 1x|2x|3x XS, S: 34 |M, L, XL: 34 32 32

OLD  [mm] 141 141 141

Rear Axle Type QR 10mm QR 10mm QR 10mm

Rear Derailleur Hanger 913010-001 913010-001 913010-001

Rear Brake Mount 160mm Post 160mm Post 160mm Post

FD clamp size  [mm] not FD compatible NA NA

FD type NA NA NA

Seatpost Size [mm] 31.6 31.6 31.6

Seatpost Clamp size [mm] 34.9 34.9 34.9

Max Tire Size [in] 3.0 2.6 2.6

Waterbottle mounts [#] 1 0 0

ISCG 05 Mounts No No No

Guides for Adj Seatpost Yes, Stealth No No

GIZMO Internal Cable Port [Qty] 959800-15-310  [1] NA NA

GIZMO 4mm Grommet [Qty] 959800-15-306 [1] NA NA
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